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Individual packing: Pouch

ESD-Safe for maximum protection of static sensitive components
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Black oxide tip for long life.
Resistivity 10

7
~10

9
Ω

Rubberized 
non-slip

handle with 
square shape
design

Swivel cap 
for precise 
centering and 
screw turning

Strong 
AISI 8660 chrome-
molybdenum 
vanadium steel blade

1
0
0
m

m

Contents

SD-083-P2, SD-083-P3, SD-083-P4

SD-083-S3, SD-083-S4, SD-083-S5,

SD-083-T4

SD-083-T5H, SD-083-T6H

ESD Precision ScrewdriverSD-083 Series

ESD Precision Screwdriver Set  SD-0839

Model No.           B D

SD-083-A1 1.9 3.0

SD-083-A2 2.9 3.0

SD-083-H1.5 1.5 2.0

SD-083-H2.0 2.0 2.4

SD-083-H2.5 2.5 3.0

SD-083-H3.0 3.0 4.0

SD-083-S3 2.0 2.0

Individual packing: Blister card

Model No.              B D

SD-083-S4 2.4 2.4

SD-083-S5 3.0 3.0

SD-083-P2 #00 2.0

SD-083-P3 #0 2.4

SD-083-P4 #1 3.0

SD-083-T4 T4 3.0

SD-083-T5H T5H 3.0

Model No.             B D

SD-083-T6H T6H 3.0

SD-083-T7H T7H 3.0

SD-083-T8H T8H 3.0

SD-083-T9H T9H 3.0

SD-083-T10H T10H 3.0

SD-083-T15H T15H 4.0

SD-083-T20H T20H 4.0

Pro’sKit Precision ESD Safe Screwdrivers are tested in accordance with ESD As-
sociation standard; meet the requirements for tools used in static sensitive areas. 
Surface resistance of handles is 107~109 Ω

Rotating Cap for precise control and screw turning with fingertip.

Square shapes handle with rubberized non-slip grip for efficient work.

Tapered handle allows rapid rotation.

Blade made of strong chrome molybdenum vanadium steel.

Black oxide tip, precision ground for exact fit.

• ESD Safe dissipative. 

• Safety ergonomic soft handle. 

• Exact fit machined tips.

Conductive handle 
Resisvity:10

7
~10

9

B

D

Unit: mm


